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NATTONAL AERONAUTICS AND SPACE ADMINISTRATION

TECHNICAL MEMORANDUM X-T757

A METHOD FOR PREDICTING THE NORMAL-FORCE CHARACTERISTICS
*
OF DELTA WINGS AT ANGLES OF ATTACK FROM 0° TO 90°

By David E. Fetterman
SUMMARY

A method for predicting the normal-force characteristics of delta wings of
various leading-edge sweeps and radil 1s proposed. The method utilizes a system
of three basic equations, each of which is confined to a particular angle-of-
attack range definable in terms of leading-edge sweep and free-stream Mach number,
and it can be applied to both flat-plate wings and those with low to moderate
amounts of dihedral. Comparisons of the results with experimental data from rep-
resentative configurations at supersonic and hypersonic Mach numbers indicate the
method to be more generally applicable than existing theories and to have useful
application at Mach numbers of greater than 3. A modification allows the predic-
tion of the average center-line pressure coefficients for flat-plate delta wings
of various sweeps wlth better accuracy than methods now in existence. An exten-
sion to account for the effects of arbitrary specific-heat ratio is included in
the appendix.

INTRODUCTION

In order to alleviate aerodynamic heating during the reentry maneuver and to
obtain a reasonably wide reentry corridor for winged vehicles, the angle-of-attack
range of interest has been extended to approximately 60° to include maximum 1ift
coefficient, and, in some proposals (ref. 1, for example), to approximately 90°
to include maximum drag. As part of the overall problem of obtaining reliable
predictions of the aerodynamics of vehicles over this wide angle-of-attack range,
the specific problem of predicting the normal-force characteristics of wings is
of fundamental concern. The basic theoretical methods, suitable for preliminary
design analyses, which are available for this purpose are the linear, shock-
expansion, and Newtonlan theories. Of these, the linear theory, which has been
extensively applied to many wing planforms, 1s applicable only at low supersonic
speeds and from low to moderate angles of attack, since the normal-force charac-
teristics of wings become nonllinear with angle of attack at high supersonic and
hypersonic speeds. (see ref. 2.) Shock-expansion theory, which predicts this
nonlinear trend with Mach number, was shown in references 3 and 4 to predict ade-
quately the characteristics of delta wings at hypersonic speeds up to the angle
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of attack for leading-edge shock detachment (considered in the plane normal to
the leading edge). This theory, then, is useful for two-dimensional wings or
wings of relatively low leading-edge sweep. However, its range of applicability
is severely limited for the highly swept delta wings of practical interest because
of the low angles of attack for leading-edge shock detachment. Above angles of '
attack for leading-edge shock detachment, however, the semiempirical method of
Post (ref. 5), and a modification of the method by Close (ref. 6), successfully
predicts the force characteristics of highly swept delta wings (leading-edge sweep
equals 60° or greater) at least to angles of attack of about 60°. The validity
of the method when applied to wings of lower leading-edge sweep, however, has not
been determined.

In lieu of more valid theories which are applicable over a 90° angle-of-
attack range, the Newtonian theory 1s being used for hypersonic prediction pur-
poses, and literature dealing with its application to winged configurations is
being accumulated. (See ref. 7.) The Newtonian theory predicts a constant pres-
sure coefficient over a flat surface, whereas experimental data (refs. 8 and 9)
have shown that severe surface-pressure gradients, both chordwise and spanwise,
exist over flat-plate delta wings at the higher angles of attack; therefore, it
is reasonable to expect that this theory can give valid predictions of wing char-
acteristics only over a restricted angle-of-attack range.

The foregoing situation is indicated by the data shown in figure 1 where
experimental data, taken from unpublished data and from references 10 to 12 at a
Mach number of about 6.8 for a square wing and a delta wing having a leading-edge
sweep of 700, are compared with the predictions given by the methods previously
mentioned. The general disagreement between the experimental data and the pre-
dictions from all methods is evident. Although Post's method (ref. 5) and Close's
modification (ref. 6) give excellent predictions of the delta-wing data through-
out all but the extreme angle-of-attack range, they considerably overestimate the
data for the square wing. From these comparisons, then, it is evident that no
single method exists for general application over the wide angle-of-attack range
currently of interest. During the analysis of the data reported in reference 12,
this fact became clearly evident and led to a review of available hypersonic
experimental data at a Mach number of 6.8 on delta wings of various leading-edge
sweeps. The resulting analysis revealed that when properly correlated, the
normal-force characteristics of delta wings in general could be expressed in a
convenlent mathematical form in which the predominant variables, other than angle
of attack, were Mach number and leading-edge sweep. Furthermore, subsequent
application of the resulting expressions to wings at both lower and higher Mach
numbers verified the general applicability of the method. The purpose of this
paper, then, is to present the details of this method along with determinations
of its validity through comparisons with available experimental data.

SYMBOLS
A axial force, positive rearward, -X
ao . sonic velocity based Qg&stagnation conditions



=

N'

X,Y,72

constant in linear viscosity relation, %? =C —

axial-force coefficient, ié
L

normal-force coefficient, é%

t
force coefficient normal to wing panel with dihedral, gg
rate of change of normal-force coefficient with angle of attack
at a = 0°

pressure coefficient
pressure coefficient corresponding to sonic velocity
stagnation pressure coefficient behind normal shock

wing root chord

normal Mach number in plane perpendicular to leading edge

free-stream Mach number

normal force, positive upward, -Z

force normal to wing panel with dihedral
static pressure

~dynamic pressure

Reynolds number

leading-edge radius

projected planform area in X-Y plane
temperature

surface velocity

system of body coordinate axes, positive direction indicated in
figure 2



b'e disk radial surface distance

o angle of attack, angle between flow and X axis in X-Z plane

a' true angle of attack of wing panels with dihedral, defined by
equation (16)

aq angle of attack for leading-edge shock detachment at infinite
Mach number

agp angle of attack for leading-edge shock detachment at finite Mach number

B =7 - 1

T dihedral angle measured in Y-Z plane (fig. 2)

V4 specific-heat ratio

Bpax maximum flow-deflection angle at My

O max shock-wave angle corresponding to 8p5¢ and My

A leading-edge sweep angle measured in X-Y plane (fig. 2)

H viscosity

Subscripts:

g, center line

1 lower surface

max maximum value

T tangent to oblique-shock solution

u upper surface

W wall

1l at local conditions

© at free-stream conditions



REVIEW OF DELTA-WING NORMAL-FORCE CHARACTERISTICS

Before giving the details of the proposed method for predicting the normal-
force characteristics, it is instructive to examine first the general behavior of
flat-plate delta wings in air over an angle-of-attack range from 0° to 90°, as

«determined by experimental investigations. Since all the theoretical methods

discussed previously in the introduction overestimate the experimental data at an
angle of attack of 90°, the general behavior of these delta wings at this extreme
attitude is of prime importance and shall be discussed first.

Behavior at an Angle of Attack of 90°

Experimental pressure investigations on flat-plate delta wings at an angle
of attack of 90°, such as those reported in references 8 and 9, have shown that
pressure bleed off occurs near both the leading and trailing edges of the wings.
This edge-pressure relief results in a maximum normal-force coefficient lower than
the stagnation pressure coefficient behind a ncrmal shock and accounts for the
overprediction of the experimental normal-force data (fig. 1) given by modified
Newtonian theory. It was shown in references 11 and 13 that the resulting maximum
normal-force coefficient at hypersonic speeds 1s essentially constant with Mach
number and, furthermore, is not affected to a great extent by planform shape. For
further investigation of this result, data for flat delta wings with various
leading-edge radii are shown in figure 3. (Refs. 1k, 15, and 16 contain, in addi-
tion to those shown here, a wide variety of wing planforms, the maximum normal-
force coefficients for which fall within the spread indicated by the respective
data in fig. 3.) Allowing for data scatter among the various investigations, the
data for sharp leading edges essentially confirms this conclusion. However, with
blunt leading edges (r/c = 0.02), CN,max 1s significantly lowered below the

sharp-edged value (compare the configurations with A = 650), and some effect of
planform is evident (compare configurations with A = 55°, 659, and 75°).

The effects of edge-pressure bleed off on the maximum normal-force coeffi-
cient can be predicted by the use of experimentally determined velocity or pres-
sure distributions over a disk, normal to the flow. This can be accomplished by
the graphical disk-transformation method of Bertram and Dunavant which considers
effects of planform and leading-edge radii. (See ref. 17.) For sharp leading
edges, the following empirical equation derived from sharp-edged circular-disk
experimental results in .air was suggested by Dugan in reference 13 for wings of
any planform.

C
3 1
CN,max = cp,t<o.81+2 + 0.158 Cz_i> + v (1)
2

The term l/Mm2 accounts for the average lee-surface pressure coefficient. This
Jee-surface pressure correction was also added to the graphical solutions and the
results for r/c = 0 from both methods are seen to agree well with the experi-
mental data in figure 3. The graphical method shows some effect of planform
shape; however, this effect is small so that the Cy max for wings having any



leading-edge sweep angle and small leading-edge radii is well predicted by equa-
tion (1), which is muck simpler to apply. For significantly large leading-edge
radii, a simple equivalent-disk solution is not adequate, and the more laborious
graphical procedure utilizing an inscribed disk with proper edge radii must be
used. The reasons for this are shown by the solutions for delta wings with
leading-edge radii which yield better predictions of the data for r/c = 0.023
than are obtained from equation (1), and which indicate that planform effects
become more significant with increase in leading-edge radius. These graphical
solutions were obtained from the velocity distribution curves for disks of various
edge radii, normal to the flow, shown in figure 4. These curves represent experi-
mental data collected and faired by Bertram from sources indicated in reference 18
and are essentially independent of changes in Mach number.

Disk~transformation solutions of the windward-surface maximum normal-~force
coefficient (CN;l)max for delta wings with more practical leading-edge radii and

sweep angles were obtained from the data of figure 4, The results are shown in
figure 5, where the values of (CN,Z)max at r/c =0 for all values of leading-

edge sweep are assumed to be given by the solution for a disk. The effect on
(CN:I)max of planform with increasing r/c is clearly evident.

Behavior at Angles of Attack Below 90°

Over most of the angle-of-attack range, except near zero, the normasl-force
characteristics are determined primarily by contributions of the lower or windward
surface, since the lee-side pressure coefficients at higher angle of attack are
essentially constant and given to a good approximation by —l/MmE. (See refs. 19
and 20.) In order to examine the behavior of delta wings below an angle of attack
of 900, this lee-side normal-force contribution (Cp = Cy for constant pressure)

was subtracted from experimental force measurements of total Cpy, obtained at a

Mach number of about 6.8, for flat-plate sharp-edged delta wings having leading-
edge sweep angles of 0°, 600, and 70°. The resulting lower surface contribu-
tion CN,Z was then normalized by sina and plotted against angle of attack as
shown in figure 6.l On such a plot, the various forms of Newtonian theory would
appear as constant values of Cy pax (1.812, 2, or 2.4) over the angle-of-attack

range.

From the data in figure 6, it is readily apparent that the normal-force
coefficient does not vary solely as a function of sinZa. Instead, a more complex
variation occurs, which is further complicated by significant effects of leading-
edge sweep below an angle of attack of about 70° and above the angles of attack
for leading-edge shock detachment, as indicated by the intersections of Post's
results with the oblique-shock solution. Below shock detachment, the data for all

thfortunately, sufficient data for flat-plate delta wings were not available
to define completely the trends shown in figure 6, therefore some data for wings
with dihedral are included. These data were limited to wings having maximum )
thickness ratios of 0.025, however, under the assumption that thickness ratios of
this order would show little effects of dihedral. The overlap and continuity of
the data in figure 6 support this assumption. '
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leading-edge sweep angles are reasonably well predicted by oblique-shock theory.
Although a large amount of data scatter about the oblique-shock prediction is
evident at the lower angles of attack, this scatter is to be somewhat expected

Cn,1

sin“a
range. Above shock detachment, Post's method gives reasonable predictions of
these data over most of the angle-of-attack range for high leading-edge sweep

angles, but, as shown previously in figure 1, this method overestimates the data
at low sweep angles.

because is very sensitive to experimental error in this angle-of-attack

An attempt was made to determine whether the data of figure 6 could be cor-
related in a form suitable to general mathematical definition. The form that
emerged is the basis of the method of prediction which will now be discussed.

METHOD OF PREDICTION

Lower or Windward Surface

A form which conveniently correlates the data of figure 6 is shown in fig-
ure T as a semilog plot with CN’Z/sinQQ as the logarithmic ordinate and sin «

as the abscissa. It should be noted that these parameters could also have been
defined as

P

=C
sin®q D,ef

and

iy

sin a =

where CD,cf is the lower surface cross-flow drag coefficient at the cross-flow

Mach number M& normal to the plane of the wing. On this type of plot, the data

-follow the oblique-shock theory up to the angle of attack for leading-edge shock
detachment oany) gbove which the data correlate reasonably well with two distinct

straight lines that vary according to the leading-edge sweep angle. Thus, if the
equations of these separate correlating lines can be determined in general terms
of Mach number and wing geometry, it is evident that the lower surface contribu-
tion to the normal-force coefficient can be calculated over the angle-of-attack
range from 0° to 90° by a system of three equations, each of which applies to a
particular angle-of-attack range.

The three distinct angle-of-attack ranges which are shown in figure 7 are:
(1) from O° to %apys where %qp is the angle of attack for leading-edge shock



detachment at finite Mach number; (2) from agp to o4, where a; is the angle

of attack for leading-edge shock detachment at infinite Mach number; and (3) from
ay to 90°. With leading-edge bluntness ignored, the shock-detachment angle of

attack ogp for flat-plate wings can be found for any Mach number from the fol-
lowing equations

tan agp = cos A tan Bpax (2)

My

Moo (3)

Jl - cosgaSD sin2A

where &p,y, 1is the maximum flow-deflection angle at Mach number My which is

found from oblique-shock theory. These equations must be solved by an iterative
process. By definition, agp = ai at My = «, so that equation (2) becomes

tan a; = 1.012 cos A = cos A ()

because Bpgy = 45.37° for air.

At ) and below, the values of CN’Z/sihga are obtained from oblique-
shock theory or from the following approximate equation,

ON,1 _ 7+ 1M\ P2 )\, (u_lf(&)u (5)
sin2a 2 \5 B sin a 2 P

which was obtained from equation (l4a) of reference 21 by substituting Cy = Cp

b
where Cp (=L - 1)-2_ and by defining KX, in this equation by
Peo Meo?

as proposed by Bertram. The varistion of CN 1 with angle of attack for various
J

Mach numbers, as given by equation (5) with 7 = 1.4, is compared in figure 8
with the predictions given by oblique-shock theory. The oblique-shock theory is
seen to be well represented by equation (5) except near the maximum values of
angle of attack. The results of equation (5) are also shown in figure 7, and
the underprediction of oblique-shock theory is apparently a fortunate result,

8



because, for the case in which A = 0°, equation (5) appears to be more repre-
sentative of the experimental data than does the oblique-shock theory. This
result, however, is probably due to tip effects and may be affected by wings of
higher aspect ratio.

At a4, the substitution of M, = @ into equation (5) gives, for 7y = 1.4,

(C_N_1_> o
2

which is the well-known "sharp leading edge" Newtonian solution.

At o = 90°, then, from the discussion in the section entitled "Behavior at

C
Angles of Attack Below 90°," Nt may be obtained for wings with relatively
sin“a,
sharp leading edges from the following portion of equation (1)
C C
(M> = (CN 1) = Cp,4[0.842 + 0.158 222 (6)
sin®q a=90° 77/ max ’ Co,t

or, from figure 5 for a wide range of leading-edge radii. It should be noted that
because of slightly different fairings of the various data for experimental sharp-
edged disks, equation (6) yields a slightly higher value of (CN)l)max than fig-

ure 5 at r/c = O.

The end points of the two correlating lines having thus been determined, the
equations of these lines are easily determined and the lower or windward-surface
normal -force contribution can be calculated at any angle of attack above that for

leading-edge shock detachment by the following equations. For agn Sa < aq ,

1
)sin aj - sin a|Sin o - sin agp

;2
CN,Z _ (CN,l sinagy

sinaq (2 u)sin agp - sin a (7)

where CN,l/Sin2aSD is the value at shock detachment evaluated from equation (5).
For a4 Sa s 9OO:

1

ad 1-sin ay
(Q.M)l sin « af

2 sin af - sin «
sin“a
[(CN’I)max]

(8)



Shock-~Detachment Angles of Attack at or Near Zero

Although the above equations are satisfactory for most applications, equa-
tion (7) must be applied with caution in those cases when agp approaches zero.

This situation will occur for very highly swept flat-plate wings and more fre-
quently for wings with dihedral, which will be treated in a later section. (Wings
with dihedral are here intended to refer to wings of the type shown in fig. 2.)
For the cases in which Agp is slightly greater than zero, at angles of attack

above g equation (7) may yield unrealistic values of CN,I which are higher
than those given by oblique-shock theory; and when agp = 0, the solution of

equation (7) is infinite. 1In order to obtain realistic predictions for these
special cases, it is suggested that g in equation (7) be replaced by s the

angle of attack at which the correlating line from a4 1in figure T becomes tan-
gent to the oblique-shock solution. Values of am may be found from

2

2
; . = si 1-8 O 6 Yoo si lo
sin o = sin ap 5 51n aT 5 n aT> &e

2.k

—_— (9)
N,l/SingaT

or from figure 9, where %p is shown as a function of «f for various Mach num-

bers. For application to a specific case, this procedure should be used only
when %p is greater than agpye

Upper or Leeward Surface

The upper or leeward-surface contribution is assumed to be given by the
Prandtl-Meyer expansion equations regardless of the condition of shock attachment
at the leading edge. However, because of viscous effects which cause flow sepa-
ration to occur from the wing leading edges on the leeward side at low angles of
attack, the Prandtl-Meyer relations are invalid above the angles of attack where
flow separation is first encountered. The results of references 19 and 20, as
stated previously, however, indicate that the leeward pressure coefficient, after
the onset of flow separation, 1s essentially constant over the upper surface and
adequately predicted by --l/M>° For the purpose here, then, it is assumed that
the upper surface contribution to normal-force coefficient is given by the expan-

sion equations up to the angle of attack at which CN,u = l/Mmz. At all higher
angles of attack, CN,u is constant and equal to this limiting value.

The upper surface normal-force coefficient as given by the expansion equa-
tions can be approximated by

= - + —— sin (10)

CN,u 2 7 + 1M, 2 7+l Mot
sin®q B sin ay 2 \B 6 33

10



where a 1is negative for flow expansion. Equation (10) was obtained by expanding
2
equation (25) of reference 22 in which MO, is replaced by g%— sin ay. The

results of equation (lO) are compared with Prandtl-Meyer theory predictions in
figure 10 for 7 = 1.4 and 1.667. These comparisons show that within the

l/sz limit the Prandtl-Meyer theory is adequately represented by equation (10).

It is believed that at the angles of attack beyond flow separation this
assumption that CN,u = l/Mm2 is valid at least up to Mach numbers of the order

of 10. At higher speeds, however, the strong bow shock may increase the lee-side
pressure coefficients significantly above the values given by -l/Mme. Unfortu-
nately, however, insufficient data at higher Mach numbers are now available to
formulate a general expression applicable to angle-of-attack, planform, and Mach
number variations. Available data in air at a Mach number of 22, which will be
compared later with the predictions given by the present method, indicate that
these considerations of lee-side overpressure may not be important. Until further

results become available, the choice of CN,u = l/Mm2 appears to be the most

realistic one available.

The total normal-force coefficient is obtained from the summation of the
upper and lower surface normal-force contributions:

Cy =Cy,1 + Cy,u (11)

Comparison With Experimental Data at Various Mach Numbers

Comparisons of the experimental and predicted variations in the normal-force
coefficient with angle of attack for wings having leading-edge sweep angles
ranging from 55° to 86.5° at Mach numbers from 2.99 to 22 are shown in figure 11.
(Data taken from refs. 9, 15, 16, 23, 24, and 25.) In general, these data are
well predicted. However, some instances of disagreement are evident and are
traceable to factors other than the failure of the method itself. In calculating
the predictions, only the forces produced by the wing alone were considered, so
that the overprediction of the experimental data at low angles of attack can be
attributed to the neglect of the body (figs. 11(a) and (b)) or of the upper sur-
face geometry (fig. 11(f)). The data at M, = 6.01 (fig. 11(c)) are somewhat
underpredicted. However, in comparison with the data at M, = 2.99 and 4.00
(figs. 11(a), 11(b), and 3) for identical wings, the data at M, = 6.01 appear
to be consistently high. ZFrom the previous discussion on the behavior at high
attitude, this result is contrary to what might be expected to occur; and since
this result is not accounted for in reference 16, it appears that this behavior
is primarily the result of data scatter among facilities. In any event, the
trend of the data et M, = 6 for various leading-edge sweep angles is well
predicted.

In figure 11(g) the predictions of the variation of normal-force coefficient
with angle of attack for a more practical delta-wing configuration are compared

11



with experimental data at Mach numbers of 8 and 22. (Data at M = 22 is supplied
by Boeing Airplane Co.) The method gives the same prediction for both Mach num-
bers and is in good agreement with the experimental data. This result indicates
that the lee surface has negligible effect even up to Mach numbers of 22; however,
as stated previously, before this result can be considered conclusive, further
experimental confirmation of this result is necessary.

Delta Wings With Dihedral
The method as previously described can be considered as a special case of a

more general method applicable to wings with dihedral (fig. 2). The general

method will be discussed for alr in this section, and for arbitrary specific-heat
ratios in the appendix.

In the angle-of-attack range from 0° to Qg the oblique-shock and expansion
equations are applied in the streamwise direction so that for windward surfaces

i, e afm)?, 2 2+(7+1>2M_0.; (12)
sineozl,u 2 \B (B sin a; 2 B

where the positive sign refers to the lower surface and the negative sign, to the
upper surface, and, for example, where (CN)l u - CN 3 or CN,u' The angle of
» J

attack for these surfaces in the streamwise direction is given by

a, =a+ tan‘]-(zZE i) (13)
and
a, = tan'l(%§§f§> - a (1k)

where the sweep angle A and the dihedral angle I’ are defined in figure 2.

The angle of attack for leading-edge shock detachment (leading-edge bluntness
ignored) at finite Mach number is obtained by iteration from equation (3), and

sin A tan - tan T
tan Agp = cos A max

(15)

sin A + tan Opay tan T

where & ., is obtained from oblique-shock theory.

At angles of attack above agp the flow must be considered in the true-
angle-of-attack planes of the various wing panels. This true-angle-of-attack

i2



plane is formed by the free-stream flow direction and the local normal to the
panel surface, and thus it is similar to the angle-of-attack plane for the wing
with no dihedral.. The true angle of attack a«', then, is the compliment of the

- "Newtonian" angle 1, which is the angle formed by the local normal surface vector
and the free-stream flow direction. From this definition, the true angle of
attack is given by

. 1 tan " cos A cos a ¥ sin A sin a
sin a, . = cos = (16)
»u Z,u 2 . D

tan“T" + sin“A

where the positive sign again applies to the lower surface and the negative sign,
to the upper surface. Furthermore, since equation (16) is to be used only for
windward surfaces, only zero and positive values of a& are to be considered.

The shock-detachment angle of attack at infinite Mach number is adequately
given by

sin A - tan T (17)

tan a3 = cos A
o sin A + tan T".

since tan dygy ~ 1 in equation (15). Substituting a; in equation (16) gives
the true shock-detachment angle of attack a{.

The force coefficient normal to windward panels with dihedral Cﬁ is given
4

< <!
for aZ,SD > al,u = by

1
]sin'a{ -sln oy o
)

. 1 '
sin a; -sin a

) aj 1,u
w (CN,1/51n aZ,SD) ’

. . t
sin -
in oy op-sin ag y I

(18)
su (2.4)
where CN,l/éingal,SD is evaluated from equation (12) at the lower surface angle
of attack for shock detachment aZ,SD which is obtained by substituting sy
from equation (15) into equation (13). For the special cases where % sp
approaches zero, GZ,SD must be replaced in equation (18) by GI,T’ which is
obtained from equation (9) or figure 9 by replacing a3 by a{. The wing angle
of attack a corresponding to o, is found from equation (13).

For the true-angle-of-attack region between ai and 90°,

15



1

' 1 -sin a{ u 1- sin “i
(CN !z u (2.4) " (19

L. Dt . . ! 5 1
sin “l,u (C sin a4 - sin al,u
N’l)max

where (CN Z) is obtained from equation (6) for sharp leading edges or from
» Y/ max
figure 5 for blunt leading edges.

The normal-force coefficient (CN)Z,u for windward surfaces is then obtained
from Cﬁ by

1

() = ()1 5 o0 2 (2

where S' 1is the true area of the wing panel with dihedral S, the true panel
area projected in the X-Y or reference-area plane, and cos B, the direction
cosine between the surface normal vector and the Z axis. The area ratio is

st . _1 Jl + tanl cot2A (21)
S cos I

and the direction cosine is

cos B = 1

(22)
tanr

+
sinaA

For wings with dihedral similar to that shown in figure 2, equation (20) reduces
to

- ! E - cosaA(l - tanaP)
(CN)Z’U- (CN)l:uV 1 - cos?A cosn

(23)

For highly swept wings, CN = Cﬁ for a large range of dihedral angles; therefore,
equation (20) can usually be neglected.

For leeward surfaces, regardless of the angle-of-attack region, CN,u is
obtained by substituting o, from equation (1L4) into equation (10) and, as

1L
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previously discussed, CN u is again assumed to be limited by the value l/sz.
J
The total normal-force coefficient is obtained, as before, from equation (ll).2

Predictions obtained from the foregoing procedure of the normal-force charac-
teristics of wings of various leading-edge sweeps and dihedrals at Mach numbers
of 5, 6.8, and 8 are compared in figure 12 with experimental data taken from
references 4, 24, and 26 and with unpublished data. The method is seen to give
excellent predictions for all wings except for the wing with T = 30° (fig. 12(c))
in the medium angle-of-attack range. In spite of the failure of the method to
predict this extreme case, however, it appears from these and the previous com-
parisons at T = 0° (fig. 11) that the method has useful application over wide
ranges of leading-edge sweep, dihedral angle, and Mach number. For convenient
reference, the pertinent equations of the method are listed in table I.

At low Reynolds numbers or high Mach numbers, or a combination of both

(depending on surface temperature and the value of Lees' viscous interaction
- MIC .
parameter X = Vi , ref. 21), the method should be corrected for the increase in
normal.-force coefficienﬁs at low angles of attack caused by boundary-layer dis-
placement effects. Since values of X for the experimental data included herein
are low for most cases,3 these viscous effects are not significant. The effect
of X on Cy for two-dimensional flat-plate wings is clearly shown in refer-
a

ence 27, and methods of correcting for this effect are given in references 28
and 29.

2Although not considered here, the axial-force coefficient for windward
panels is given by

(CA)l,u = (Cﬁ)l,u %% cos A

where

1
Jéec?A + tan2A coter

cos A =

The total axial-force coefficient is then given by

SFor the Boeing data at M, = 22 (fig. 11(g)), X approached a value of 31,
and significant viscous effects should have occurred at low angles of attack.
However, because the contributions of the complex fuselage to normal force, which
become important at these attitudes, were not considered pertinent to this report,
data at these angles of attack were not included.
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Average Center-Line Pressure Coefficient

The method can be modified to yield values cof the average windward center-
line, or asymptotic, pressure coefficlents of flat-plate delta wings simply by
replacing (CN,I)max in equation (8) by Cp,t, which is approximated by the

equation

C . =2F2l 2 ol
Bt 7”’1[ (7+3)Mmg] (24

(See ref. 21.) The terms in equations (5) and (7), applicable below «;, however,
remained unchanged.

Predictions so obtained of the ratios of center-line pressure to free-stream
pressure of wings at various Mach numbers in the low to medium angle-of-attack
range are compared in figure 13 with average values obtained from reference 17.

In general, the data are seen to be well predicted. Since the results of refer-
ence 8 indicate that the surface pressure gradient over a delta wing in this
angle-of-attack range is essentially zero, except in regions near blunt leading
edges, the method can also be confidently applied to regions other than the center
line. At angles of attack above the onset of subsonic flow (about 55°), however,
references 8 and 9 also indicate that the flow over the windward surface of flat-
plate delta wings becomes three dimensional and that severe surface gradients,
both chordwise and spanwise, exist. Prediction methods, such as the present one,
which neglect this three-dimensional nature of the flow are, therefore, inadequate.
for overall application in this high angle-of-attack region. Depending on the
degree of surface pressure gradients for a particular case, however, such methods
may be useful over a reasonably large but limited region of the wing.

In order to test the present method in the high angle-of-attack region, the
predictions of the center-line pressure coefficient are compared in figure 1k
with experimental values at various chordwise stations on delta wings of various
sweep angles. Also shown in this figure are similar predictions given by the
modified Newtonian theory and the 5-term approximation developed by Love in the
appendix of reference 20. It 1s seen that for all values of leading-edge sweep
the present method gives reasonably good predictions of the center-line pressure
coefficients except those near the wing apex. These coefficients, however, should
not be considered asymptotic inasmuch as they are affected to an important extent
by leading-edge bluntness at medium angles of attack and by edge-pressure bleed
off at extreme angles of attack. At the lower values of leading-edge sweep
(A = 50°), Love's 5-term approximation gives better predictions of the data near
the wing apex; however, the method tends to overpredict significantly these and
the more rearward data throughout most of the angle-of-attack range as leading-
edge sweep 1s increased. Modified Newtonian theory, in general, appears to be
inadequate except, of course, for extreme sweep angles. As shown in reference 30,
this theory becomes essentially exact for the special case of A = 90° (cylinder).
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CONCLUDING REMARKS

A method has been proposed for predicting the normal-force charaeteristics
of delta wings by a system of equations, each of which is applicable over a par-
ticular angle-of-attack range definable in terms of leading-edge sweeps and radii
. and free-stream Mach number. Comparisons of the predictions, so obtained, with
experimental results from various sources indicate the method to be more generally
applicable than existing methods and to have useful application above Mach numbers
of at least 3 for a wide range of leading-edge sweep and dihedral angles. An
extension of this method allows the average center-line, or asymptotic, pressure
coefficient of flat-plate delta wings or of those with small dihedral and various
leading-edge sweep angles to be predicted with better accuracy than methods pre-
viously available.

Langley Research Center,
National Aeronautics and Space Administration,
Langley Station, Hampton, Va., November 9, 1962.
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APPENDIX

EXTENSION OF THE METHOD TO INCLUDE OTHER VALUES

OF SPECIFIC-HEAT RATIO

In the angle-of—attack region between 0° and Qg the pertinent equa-

tions (12) to (1l4) for windward surfaces contain variable 7 terms and need no
further discussion.

The angle of attack for leading-edge shock detachment at finite Mach num-
ber agp can be found from equation (15) where, from oblique-shock theory,

1 2
L ban g | M (1)
tan Spay 2(MJo sin Op,y - l)

where

sin®Q . = l»/10027+l-1+\/(7+1)(1+7'leg+7+lM‘,!,l‘L) (82)
7Mm2 L 2

When M, = «,

1
t o) =
e T G+ D)

ay is given by

sin A - J(7 - 1)y +1) tan T
VO - 1)(7 + 1) sin A + tan T

tan a; = cos A (A3)

and ai is obtained by substituting values of a4 into equation (16).

In the true-angle-of-attack region between % gp and a{, the force coef-
J

ficient normal to windward surface is given by
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1
_lsin a{ -sin O"Z,SL

N 1 . 1
t . sin (11 - S1in (L-L u
( CN)l,u + (CN, Z/Sln2a'1,SD) )
- = - - " 1
sin - Sin o
(r+1) LD b

(Ak)

e |
sSin (I.Z,u

where, for the special cases when % ap -0, a T is substituted for % ,SD
) : )

and is obtained from

. 2
c 2
sinoci:sina, 1 - Bl +L+—l-.h—4-°';sina7’ log rr1
t,T 2 sin a N B ,T €lc /sinea
1,T N,1 1,T
(A5)

At Mach numbers in excess of 10, this expression can be adequately approximated
by

o

sin a

W

1,7

, Again for windward surfaces, in the true-angle-of-attack range between
ai and 90°,

Lt
. 1 1-sin a,;_
(C') 1l -sin °‘l,u
N)i,u -t (7 + 1) (46)
in2q,! sin o! - sin o’
sinay [(CN,l)ma_};l Ay 1,u

For wings with relatively sharp leading edges,

M2y + 3) - (37 - 1)
ME(y + 3) - 2y

y
_(7+3)Mm2-2 7-1

2 \7-1
(CN;Z)ma.x = o 0.842 - 0.158<7 - 1)

(AT)

which for high Mach numbers reduces to
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v

_y+53 ) 2\t
(CN,I)max e 0.842 0.158(7 = 1) (a8)

The normal-~force coefficient (CN)l a for windward surfaces at angles of
)
attack above Aqp is then found by substituting values of (Cﬁ)l w’ obtained
J
from eguations (A4) and (A6), into equations (20) to (23) and (11).

For the leeward surfaces, CN,u’ again assumed to be limited by l/M&g, is

given by equation (10) with appropriate corrections made to the a terms for
wings with dihedral by use of equation (14).

The center-line pressure coefficient is obtained by substituting Cp,t
(obtained from eq. (24)) for (CN,l)max in equation (A6).

It should be noted that equation (A7) was obtained simply by expressing equa-
tion (6) in terms of 7. This generalization is valid only if the experimental
pressure distribution over a disk, normal to the flow, in a general flow medium
varies similarly to that which occurs in air. At a Mach number of 22 in heljum

(y = 1.667), equation (A7) yields a value of (CN;Z)max = 1.608. This value can

be compared with experimental force results from reference 31 and from unpublished
tests in the Langley helium tunnels. These results indicate that values of the
axial-force coefficient Cp for flat-faced cylinders (flat face normal to the

flow) of various fineness ratios f, range from CA =1.51 for f, =0.5
to Cp =1.68 for f, =4 The measurements on the larger fineness-ratio body

include cylinder-skin friction drag and low induced pressures over the base,
whereas, the low fineness-ratio measurements include high induced pressures over
the base and small skin friction drag; thus, the intermediate calculated value
of 1.608 from equation (A7), for the windward surface alone, appears to be a
reasonable estimate and infers this similarity in disk pressure distributions.

Unfortunately, no experimental data for specific-heat ratios other than 1.k
exist on delta wings at sufficiently high angles of attack for the evaluation of
this extension of the method to include variasble 7. Some experimental data on
delta wings have been obtained in helium; however, the angles of attack are
limited to 20° or less so that only the shock-expansion portion of the method can
be evaluated. Since the validity of this theory has already been adequately
proven (see ref. 28), additional confirmation of this portion of the method is
not necessary here. It is interesting to note, however, that with the substitu-
tion of 7 =1 and M, =» into equations (A5) and (A6), the method collapses
into the single equation

C
N 2

sinaq,

which agrees with exact Newtonian theory.
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Figure 2.- Angle definitions for wings with dihedral.
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Figure 1ll.- Comparison of variations of measured and predicted normal-force coefficient with angle
of attack for flat delta wings with various leading-edge sweeps at various Mach numbers.
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Figure 1l.- Continued.
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Figure 13.- Comparison of experimental and predicted average ratlios of center-line pressure to free-
stream static pressure for delta wings of various leading-edge sweeps at various Mach numbers.
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Figure 1.~ Comparison of measured and predicted center-line pressure coefficients for flat delta
wings of various leading-edge sweeps. Data from unpublished tests except where noted.
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